Quick Connector

--Safety, reliability, long service life, these are guaranteed by careful and

 unique design, advanced process,  reasonable material and strict quality control.  
--Small volume, compact structure, user-friendliness.

B0901/B0902  100Mpa 

[image: image1.png]Female end ModdNO Comectionsize | Recommendedtorque
(Nm)
0901 001 Rl 5060
‘Within the thread B0901 002 Re3E 7050
B0901 003 G 4050
"B0901 004 [ 4050
"B0901 005 G 7080
B0901 006 [ 4050
B0901 007 NPT1~ 4050
"B0901 008 NPT14™ 5060
0901003 NPT 7050
001010 NPTiA™ 5060
Tfemal tread B0901 011 G 7050
B0901 012 G 7080
B0901 013 NPT14~ 5060
BO901 014 NPT3%” 7080




Technical parameters
 Material:          Hardened steel   galvanized                                
 The maximum working pressure:   100Mpa

 The minimum broken pressure: 260Mpa
  Effective size:    2.5mm
 The temperature: -30℃—+100℃          
 The flow rate under pressure 0.4 Mpa：6.01/min
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[image: image2.png]Male end Mode NO Comnectionsize | Recommended torque
(Nm)
0902001 RelA 3040
B0902002 Re3E 2030
B0902003 GIE 050
‘Within the thread B0902004 G1T 030
B0902005 [ES 7050
B0902008 NPTIE 3090
B0902007 NPT 3030
B0902008 NPT 050
B0902009 R4 30-60
B0902010 B3 7050
‘Externl thread B0902011 G1T 2030
B0902012 G1T 050
B0902013 NPT1A 30-60
B0902014. NPT3E 7050
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B0903/B0904  150Mpa 

Technical Parameters             
Material:    Hardened steel   galvanized                            
The maximum working pressure:  150Mpa
The minimum burst pressure:        300Mpa

Effective size:               2.5mm
The temperature:         -30℃—+100℃    
The flow rate under pressure 0.4 Mpa：5.3 l/min
[image: image3.png]Femaleend ModdNO Connectionsize | Recommended torque
(Nm)
B0903001 GIT %0-50
B0903002 G1T 050
‘Within the thread B0903003 G1T 2030
B0903004 G1T 30-60
B0903005 G1T 2050
B0903006 NPT1A 30-60
B0903007 NPT14 50-60





[image: image4.png]Ml end Modd NG Comnectionsize | Recommendedtarque
(Nm)
Withinthe thread 0903 001 GIE 4050
B0903002 G14 4050
B0903 003 G14 4050
B0903 004 NPT1A 3040
Ttemal thead B0903005 G1A 3090





B0905Series High Pressure Hydraulic Hoses
--Tube: oil resistan synthetic rubber.
--Cover: oil, abrasion and weather aging resistant synthetic rubber.
--Temp. Range -40℃~+93℃
--Max.change in length : -4%~+2% (under W.P.)
--Reinforcement: Two layers of steel wire braids. 
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[image: image9.png]Tube | HossEnd | Length | Wok | Broken | MnBR | Weight
ModdNO | dimersion | Assemblies | M pressure | Pressue m | Gem
() [End | End (bar) (bar)
one | two
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B0908 Series Diverter Valve
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B0909 Series Pressure Gauge
--Pressure gauge is very easy to read, pointer indicating clearly
--High pressure steel spring tube has a very high service life
[image: image11.png]The Dial Diarmeter | Presswe_[Apply Oil Cylinder]Oder Noamber
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B0907 Series Table Block 
--Easy mounting of pressure gauge into hydraulic system.
--Male end screw into pump or cylinder port, female end accepts hose or 
  coupler, third port is for gauge connection.
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